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REQUEST FOR TENDER

LESTER SMITH - OUTDOOR RINK — RESURFACING PROJECT

RFT.2026-04

To construct a new concrete reinforced slab for the outdoor rink facility located at the Lester
Smith Community Centre at 32 Hay Creek Road in Whitney for the Township of South
Algonquin.

Tender documents may be obtained on our website at www.southalgonquin.ca or by contacting
the undersigned.

Tenders plainly marked as to the contents will be received until Thursday July 2379, 2026 at
3:00 p.m. Tenders can be mailed to the address above or placed in the drop box located outside
the Township Office main doors.

***Lowest or any Tender not necessarily accepted***

For Further Information Please Contact:
Steven Ronholm, Works Superintendent
Township of South Algonquin

Cell: 613-334-5447

Email: works@southalgonquin.ca
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TENDER CLOSING
Date: July 239, 2026
Time: 3:00pm local time
LOCATION: Municipal Office Township of South Algonquin
7 Third Ave., Box 217
Whitney, Ontario

PROPONENTS QUESTIONS SUBMITTED BY:
Friday July 17, 2026 (if required)
Responses expected from Township of South Algonquin on or before
Monday July 20, 2026
Responses will be posted on the Municipal website at:
www.southalgonquin.ca

Late tenders will not be accepted!



http://www.southalgonquin.ca/
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OVERVIEW

Tender Number: RFT.2026-04

The Corporation of the Township of South Algonquin is inviting tenders for the construction of a
reinforced concrete outdoor rink slab approximately 80’ x 180’ including fine grading at 32 Hay
Creek Road in Whitney, Ontario.

The Contractor has carefully examined the conditions and specifications attached and referred
to in this contract, and has carefully examined the site and work location and understands and
accepts the said conditions and specifications, and for the prices set forth in this tender, hereby
offers to furnish all labour, equipment and materials, except as otherwise specified in the
contract, to complete the work in strict accordance with said conditions and specifications.

Attached to this tender is a certified cheque, in the amount of 10% of the total tender, made
payable to the Municipality. The proceeds of this cheque shall, upon acceptance of the tender,
constitute a deposit which shall be forfeited to the Municipality, if the Contractor fails to complete
the work in accordance with the tender documents.

It is agreed that the tender quantities are estimated only and may be increased or decreased by
the municipality without alteration of the tender price.

This offer shall be irrevocable for a period of thirty (30) calendar days following the date of
tender opening.

CONSTRUCTION TIMEFRAME:

The Municipality will be responsible for the removal of the existing asphalt rink surface,
placement of granular A and will rough grade the site prior to the commencement of the work
described in this document. The site will be prepared for construction to start on or around
August 14", 2026 and the construction of the slab must be completed by September 31, 2026.

COMPLETION DATE

The Contractor shall complete the work by: September 315, 2026

If the time limit above is not sufficient to permit completion by the Contractor working a normal
number of hours, the Contractor shall make changes to permit the work to be completed by the
above date.

Additional costs incurred shall be deemed to be included in the price bid for the works.
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If the work is not completed by the above date, or by an amended date allowed by the approval
extension of time then the Contractor agrees to pay the Municipality a sum of $500.00 per
calendar day, for each day’s delay in finishing the work, as liquidated damages.

TENDER REQUIREMENTS

Request for Tender submissions must include Schedule A, Schedule B and Request for Tender
Form.

A certified cheque, made payable to the Municipality, in the amount of 10% of the total tender
must be submitted with the tender, for deposit purposes.

Deposit cheques of unsuccessful bidders will be returned within ten (20) calendar days of the
tender opening. The cheque of the successful bidder shall be retained until the Municipality’s
acceptance and satisfaction of the completed work.

The successful bidder shall also deliver proof on request of Workers’ Compensation Board
coverage, within ten (10) calendar days of receiving the Acceptance Notice.

Tenders must be submitted no later than 3:00 p.m. (15:00 hours) local time, on the
specified closing date; Thursday July 23, 2026. Late bids will not be accepted.

July 3rd, 2026 Request for Tender Issue Date

July 17", 2026 Deadline for electronic questions to Municipality,
works@southalgonquin.ca from Interested Contractors / suppliers;
Replies & Addendums will be circulated to all Suppliers

July 23, 2026 Closing date for tender submissions
30 days Irrevocability period
July 318t 2026 Anticipated award date

All questions, technical or otherwise, pertaining to this Request for Tender should be directed by
email only to: Steven Ronholm, PW Superintendent, works@southalgonquin.ca
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TENDER FORMAT

Tender will not be considered unless:

e Received by date and time specified, July 23, 2026 3:00 pm EST.

o Received Request for Tender Form signed by Proponent with authority to binds the
Company.

e Schedule “A” and Schedule “B” and Request for Tender Form included

e |If References of similar projects from previous/existing Vendors are available please
include with tender submission.

e Copy of Proponent’s current insurance certificates.

¢ \WSIB clearance certificate.

TENDER EVALUATION CRITERIA

Note: Lowest or any tender not necessarily accepted.

BE ADVISED:

Tenders that are incomplete, conditional, illegible, or obscure or that contain additions not called
for, reservations, erasures, alterations, or irregularities of any kind, may be rejected as informal.
Bidders are required to fill in all the blanks.

A Proponent may, without prejudice to himself, withdraw his tender at any time up to twenty-
four (24) hours before the time set for the closing of the tender. The Proponent who has
withdrawn their tender may submit a new Tender but must be received by the Municipality on or
before the closing date and time. After closing, the Tenders are final and binding on the
Proponent.

TERMS & CONDITIONS

ADDENDUM

If an addendum is found to be necessary, it will be released to all companies that have
requested a copy of the RFT, or already submitted a Tender for the RFT. If the Municipality
revises this RFT, any revisions will be included on this Addendum. The Addendum shall advise
any changes to the Tender submission date if more time is allowed for all Proponents to revise
their proposals to all interested companies.
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CONFIDENTIALITY

In accordance with the Municipal Freedom of Information and Protection of Privacy Act. R.S.O.
1990, as amended, Proponents are advised that all correspondence provided by a Proponent
responding to this RFT as hereby collected under the authority of the Municipal Act, 2001 and
will be used exclusively in the RFT process. The Municipality will treat all tenders as confidential
within the boundaries of the Municipal Freedom of Information and Protection of Privacy Act
(MFIPPA) but may be released pursuant to the Act. All public reports approved by the
Municipality will become public information. Notwithstanding the foregoing, Proponents
recognize and agree that the Municipality will not be liable in any way for any losses that the
Proponent may suffer from the disclosure of information to third parties.

CONFLICT OF INTEREST

The Proponent must disclose to the Municipality any potential conflict of interest that might
compromise the project. In the case where there might be a conflict of interest, the Municipality
may refuse to consider the proponent. The proponent must fully disclose any potential conflict of
interest with a Municipal employer, Council member or commission that may have a financial
gain with the awarding of the contract and state the nature of that interest.

FAILURE OR DEFAULT OF PROPONENT

If the Proponent, for any reason, fails or defaults in respect of any matter or thing which is an
obligation of the Proponent under the terms of the RFT, the Municipality may disqualify the
Proponent from the RFT and/or from competing for future bid opportunities
(RFTs/RFQs/RFPs/etc.) issued by the Municipality. In addition, the Municipality may at its option
either:

1. Consider that the Proponent has withdrawn any offer made, or abandoned the Agreement if
the offer has been accepted, whereupon the acceptance, if any, of the Municipality shall be null
and void; or

2. Require the Proponent to pay the Municipality the difference between its Proposal and any
other Proposal which the Municipality accepts, if the latter is for a greater amount and, in
addition, pay the Municipality any cost which the Municipality may have incurred, by reason of
the Proponent’s failure or default, and further, the Proponent will indemnify and save harmless
the Municipality its officers, employees and agents from all loss, damage, liability, cost, charge
and expense whatever, which it, they or any of them may suffer, incur due to the failure of the
proponent.

INDEMNIFICATION

The Proponent shall indemnify and save harmless the Corporation of the Township of South
Algonquin, it's elected officials, officers, employees and agents from and against all losses and
all claims, demands, payments, suits, actions, recoveries and judgements of every nature and




[}
s <€
THE TOWNSHIP OF _~ ‘ 7Third Avenue - PO Box 217 - Whitney, Ontario, K0OJ 2M0

S ﬁ%\_é Tel: 613-637-2650 or 1-888-307-3187 - Fax: 613-637-5368
O UT H I._G O N QU I N info@southalgonquin.ca - www.southalgonquin.ca

description made, brought or recovered against the Municipality by reason of any act or
omission of the Proponent, his agents or employees, in the execution of his work. This
indemnity shall be in addition to and not in lieu of any insurance to be provided by the
successful proponent in accordance with the RFT.

INSURANCE

The party to whom this Contract is awarded shall supply the Municipality with proof of insurance
and a copy of the policy, prior to signing of the Proponent by Municipality officials, and provide
coverage throughout the term of the Proposal in the amounts outlined below. Comprehensive
General Liability Insurance with a minimum limit of liability of $5,000,000.00 inclusive of any one
occurrence. Comprehensive General Liability Insurance shall cover all operations and liability
assumed under the Contract with the Municipality.

The Comprehensive General Liability Insurance shall include premises and operations liability,
Proponent’s contingency liability with respect to the operations of Sub-contractors completed
operations liability and automobile liability (owned, non- owned or hired units). All premiums and
expense incurred with this insurance shall be paid for by the Contractor. Failure to maintain
adequate insurance, the Proponent shall be totally responsible for all claims for damage.

LIMITS AND LAWS/CONFORMITY TO LEGISLATION

The Proponent shall obtain, and pay for all required permits from Federal, Provincial and
Municipal Authorities having jurisdiction over the work. The Proponent shall comply with all
applicable laws, ordinances, rules and regulations including but not limited to, Occupational
Health and Safety Act, the Labour Act, Environmental Protection Act and Highway Traffic Act.

NON-COLLUSION

A Proponent is prohibited from any communication, directly or indirectly, with any other
Proponent/Agent or representative of the Proposal. If a breach is discovered, the Municipality
reserves the right to disqualify the Proposal.

PAYMENT

Payment shall be based on thirty (30) days following agreed upon invoiced amounts. If there are
any shortages or deficiencies, a suitable amount will be withheld. Partial payments may be
negotiated.
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PROCUREMENT POLICY

Contract Award and Execution shall be in accordance with the Municipality’s Procurement
Policy. A copy of the Procurement Policy is available on the Municipality’s website. This
document is available in alternative format upon request.

MUNICIPALITY’S RIGHT TO ACCEPT OR REJECT

The Township of South Algonquin reserves the right to accept any tender or any portion of any
tender that the Municipality determines is in the Municipality’s best interests, even if that tender
is not the lowest in dollar amounts. Such decisions of the Municipality are final and binding. The
Township of South Algonquin reserves the right to reject any tender, even if that tender is the
lowest in dollar amounts and may award the contract to the Proponent that the evaluation team
finds the most appropriate. The Municipality will not be liable for any incurred costs that may
arise from submitting the tender. It is not the intention of the Municipality to award this RFT to
any Supplier who does not furnish satisfactory evidence that he/she has the ability and
experience in this class of work, and that he has sufficient capital and plant to enable him to
prosecute and complete the same successfully, and to complete it in the time stated in the RFT
documents. It will be the Supplier’'s responsibility to clarify any details in questions before
submitting a tender. The Municipality will not bear any fault for any oral communications. The
Municipality reserves the right to re-tender the Project or potentially negotiate a contract with a
suitable Proponent. Proponents are required to disclose their legal status as to whether they are
a Federal, Provincial or Foreign Corporation, a partnership or an individual and to state the
names and addresses of the responsible officers or partners as the case may be.

WORKPLACE SAFETY AND INSURANCE BOARD

A Certificate of Clearance from the Workplace Safety and Insurance Board (WSIB) must be
provided prior to the commencement of the project, providing adequate proof that all payment
by the Proponent have been made. The Proponent clearly understands and agrees that they
are not, nor is anyone hired by the Proponent, covered by the Corporation of the Township of
South Algonquin under the Workplace Safety & Insurance Board Act, the Unemployment Act, or
any other Act, whether Provincial or Dominion, in respect of the Proponent, their employees and
operations, and shall upon request furnish the Municipality with such satisfactory evidence that
the Proponent has complied with the provisions of any such Acts. The Municipality is not to be
deemed the employer of the supplier or their personnel under any circumstances whatsoever.
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SCHEDULE A: STANDARDS, SPECIFICATIONS & ENGINEERED DRAWINGS

All work shall be carried out in accordance with current Ontario Provincial Standards (OPSS)
and the following specific requirements:

1. Concrete & Material Specifications

- Concrete Standard: Conform to OPSS.MUNI 1350, CSA A23.1 & OPSS 904

- Mix Design: 35 MPa compressive strength at 28 days, Class C-2 Exposure
(Chloride/Freeze-Thaw resistant).

- Air Entrainment: 5% - 8% strictly enforced.w

- Reinforcement: Single Mat of 15M reinforcement & 6"x6” MW25.7/MW25.7 (6 gauge)
Welded Wire Mesh. Must be supplied and supported on chairs.

- Curing: Awarded Contractor to supply & place, pre-soaked burlap and White Poly
following placement of concrete slab in order to achieve proper wet cure. Once placed,
the Township will maintain watering for the full extent of the curing period (4 — 7 days).

2. Geometric & Grading Specifications
- Slab Dimensions: Overall slab dimensions are approximately 80’x180’
- Corners: 18’ radius corners
- Slope: Slab to be crowned at the center longitudinal axis, sloping 0.5% to 1.0% toward
the long edges to prevent water pooling. It is the contractor’s responsibility to set final
finished grade and to ensure proper slope is achieved and no water pooling occurs
following concrete placement / curing period.

3. Existing Boards to Stay-in-Place
- Existing Boards to be used as exterior formwork and remain in-place
- %" Bond Breaker to be supplied & installed by awarded contractor on existing boards
and used and as a bond breaker
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Contractor Additional Responsibilities

- Locates: Contractor is responsible for obtaining all utility locates (Ontario One Call) prior to
commencing any work.

- Verification: Verify all dimensions and grades on-site prior to commencing work.

- Discrepancies: Immediately report any discrepancies between drawings, site conditions, and
specifications to the Public Works Superintendent of the Township, Steven Ronholm.

- Safety: Provide all necessary traffic control, public safety fencing, spotters and
environmental control measures as required by the Ministry of Labour and local bylaws.



GENERAL

CONCRETE

EMBEDMENT AND SPLICE LENGTHS

1. ANY DEVIATION FROM THE CONDITIONS SHOWN ON THESE DRAWINGS SHALL BE SUBMITTED TO THE ENGINEER.

2. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND ELEVATIONS PRIOR TO COMMENCING WORK. REPORT ANY

INCONSISTENCIES BEFORE PROCEEDING WITH THE WORK. ALL DIMENSIONS ARE IN MILLIMETERS (mm) UNLESS
NOTED OTHERWISE. DO NOT SCALE THESE DRAWINGS.

3. STRUCTURAL DESIGN COMPLETED IN CONFORMANCE WITH THE 2014 ONTARIO BUILDING CODE. THESE DRAWINGS
HAVE BEEN COMPLETED WITH RESPECT TO STRUCTURAL REQUIREMENTS ONLY. NON—-STRUCTURAL DETAILS ARE
SHOWN FOR REFERENCE ONLY AND SHALL BE CONFIRMED BY OTHERS.

4. THESE DRAWINGS SHOW THE COMPLETED STRUCTURE. TEMPORARY BRACING AND SHORING SHALL BE EMPLOYED
WHENEVER NECESSARY TO WITHSTAND ALL LOADS TO WHICH THE STRUCTURE MAY BE SUBJECT DURING
ERECTION AND SUBSEQUENT CONSTRUCTION. TEMPORARY BRACING SHALL REMAIN IN PLACE AS LONG AS
REQUIRED FOR THE SAFETY AND INTEGRITY OF THE STRUCTURE. THE CONTRACTOR SHALL HAVE THE SOLE
RESPONSIBILITY FOR THE DESIGN, ERECTION, OPERATION, MAINTENANCE, AND REMOVAL OF TEMPORARY
SUPPORTS, EXCAVATION SHORING, STRUCTURES, AND FACILITIES, AND THE DESIGN AND EXECUTION OF
CONSTRUCTION METHODS REQUIRED IN THEIR USE.

5. ALL WORK TO BE COMPLETED IN ACCORDANCE WITH THE ONTARIO HEALTH AND SAFETY ACT (OHSA) AND ITS
REGULATIONS.

6. ALL MATERIAL SPECIFICATIONS SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW AND APPROVAL PRIOR TO
PROCUREMENT.

7. ALL SHOP DRAWINGS SHALL BE STAMPED BY A PROFESSIONAL ENGINEER LICENSED TO PRACTICE
PROFESSIONAL ENGINEERING FOR CONFORMANCE WITH THESE DRAWINGS. SHOP DRAWINGS SHALL BE
SUBMITTED TO ART ENGINEERING INC. (AEI) FOR REVIEW AND APPROVAL.

DESIGN LOADS

1. DESIGN LOADS ARE IN ACCORDANCE WITH PART 4 OF THE 2024 ONTARIO BUILDING CODE (OBC) WITH:
2. GRAVITY LOADS:

DEAD LOADS: 4.80 kPa (200 mm S.0.G);
0.90 kPa (100 mm THICK ICE MAX.).

LIVE LOAD: 4.00 kPa (RINK);
6.00 kPa / 36 kN OVER 120x120 mm AREA (VEHICLES LESS THAN 9000 kG).

FIELD REVIEW BY AEl

1. AEl PROVIDES FIELD REVIEW ONLY FOR THE WORK SHOWN ON THESE STRUCTURAL DRAWINGS. THIS REVIEW IS
NOT A "FULL TIME” REVIEW BUT WILL BE CONDUCTED WITH SUCH FREQUENCY AS AEl DEEMS APPROPRIATE TO
OBSERVE VARIOUS STAGES OF THE WORK AND TO ASCERTAIN THAT THE WORK IS IN GENERAL CONFORMANCE
WITH THE PLANS AND SUPPORTING DOCUMENTS PREPARED BY AEl. FIELD REVIEW BY AEl IS NOT CARRIED
OUT FOR THE BENEFIT OF THE CONTRACTOR, NOR DOES IT MAKE AEI A GUARANTOR OF THE CONTRACTOR’S
WORK. IT REMAINS THE CONTRACTOR’S RESPONSIBILITY TO BUILD THE WORK IN CONFORMANCE WITH THE
CONTRACT DOCUMENTS. AElI SHALL NOT BE RESPONSIBLE TO THE ACTS OR OMISSIONS OF THE CONTRACTOR,
SUB—-CONTRACTOR, OR ANY OTHER PERSONS PERFORMING ANY OF THE WORK OR FOR THE FAILURE OF ANY
OF THEM TO CARRY OUT THE WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS.

2. PROVIDE 24 HOURS ADVANCE NOTICE OF EACH REQUIRED FIELD REVIEW AS OUTLINED BELOW FOR THE
MILESTONE INSPECTIONS'. FIELD REVIEWS SHALL BE SCHEDULED TO BE CARRIED OUT DURING NORMAL
BUSINESS HOUSE UNLESS SPECIAL ARRANGEMENTS ARE MADE WITH AEI

3. THE WORK TO BE REVIEWED SHALL BE COMPLETE.

4. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IN WRITING, REQUESTING AN INSPECTION FOR THE FOLLOWING
MILESTONES, AT LEAST 24 HOURS IN ADVANCE OF THE ANTICIPATED DATE:

PLACEMENT OF FORMWORK AND REINFORCING STEEL.

1.

CONCRETE DESIGN COMPLETED IN ACCORDANCE WITH CSA A23.3—19, DESIGN OF CONCRETE STRUCTURES.

2. CONCRETE IS SPECIFIED AS PER THE PERFORMANCE ALTERNATIVE AS OUTLINED IN CSA A23.1.

3. THE CONTRACTOR IS RESPONSIBLE FOR WORKING WITH THE CONCRETE SUPPLIER TO ENSURE THAT THE
PLASTIC AND HARDENED MIX PROPERTIES MEET SITE REQUIREMENTS FOR PLACING, FINISHING AND THE
SPECIFIED PERFORMANCE REQUIREMENTS. THE SUPPLIER AND CONTRACTOR SHALL MEET THE DOCUMENTATION
AND QUALITY CONTROL REQUIREMENTS OUTLINED IN THE "PERFORMANCE” ALTERNATIVE OF TABLE 5 IN
CSA A23.1—19. CONCRETE MIX DESIGN TO BE SUBMITTED TO AElI FOR REVIEW AND APPROVAL.

4. THE CONCRETE SUPPLIER SHALL BE CERTIFIED BY THE READY MIXED CONCRETE ASSOCIATION OF ONTARIO

5. MATERIALS:

CONCRETE IN ACCORDANCE WITH CSA A23.1/A23.2/A23.3 (23 + 1 kN/m’);
PORTALND CEMENT: TYPE GU, CSA A3000;
DRY PACK NON—SHRINK GROUT, 35 MPa 28-DAY COMPRESSIVE STRENGTH MIN.
MINIMUM 28—DAY MAX AGGREGATE SIZE
ELEMENT COMPRESSIVE STRENGTH SLUMP (mm) EXPOSURE CLASS
100 £ 20 mm
RINK SLAB 35 MPa 180 + 30 mm (w/SP) 20 F—1

6. CONCRETE SHALL BE MIXED, PLACED, AND CURED IN ACCORDANCE WITH CSA A23.1/A23.2—19. MAINTAIN
RECORDS OF POURED CONCRETE ITEMS. RECORD DATE, LOCATION OF POUR, QUANTITY, AIR TEMPERATURE AND
ANY TEST SAMPLES TAKEN. CONCRETE TESTING SHALL BE AS PER CSA A23.2—19-25C UNLESS NOTED
OTHERWISE. THE CONTRACTOR SHALL TEST CONCRETE FOR EACH DAYS CONCRETING AND/OR 30 CUBIC
METERS. FORWARD TEST RESULTS TO THE ENGINEER FOR REVIEW; MINIMUM THREE CYLINDERS PER
COMPRESSIVE TEST. ONE ADDITIONAL CYLINDER TO BE TAKEN DURING COLD WEATHER CONCRETING AND BE
CURED ON JOBSITE UNDER THE SAME CONDITIONS AS THE CONCRETE IT REPRESENTS. ONE SLUMP TEST AND
ONE AIR TEST TO BE TAKEN FOR EACH SET OF TEST CYLINDERS TAKEN.

7. CURING AND PROTECTION OF CONCRETE FOR HOT, COLD OR DRY WEATHER AS PER CSA A23.1—19. KEEP
TRAFFIC WHICH WOULD AFFECT OR DISTRUB THE CURING PROCESS FOR A PERIOD OF 7 DAYS MINIMUM.

8. ALL CONCRETE SHALL BE CONSOLIDATED WITH INTERNAL VIBRATORS AND FINISHED TO THE REQUIREMENTS
DETAILED IN SLAB—ON—GRADE.

9. THE LOCATION AND ORIENTATION OF ALL CONCRETE CONSTRUCTION/COLD JOINTS SHALL BE AS SHOWN ON
THESE DRAWINGS. ANY ADDITIONAL PROPOSED CONSTRUCTION JOINTS SHALL BE SUBMITTED TO AEl FOR
APPROVAL, PRIOR TO CONSTRUCTION.

10. DO NOT INCORPORATE CALCIUM CHLORIDE IN ANY FORM INTO CONCRETE MIX DESIGNS.

11. FORMWORK DESIGN, FABRICATION, ERECTION AND MATERIAL SHALL BE BY THE CONTRACTOR AND SHALL BE IN
ACCORDANCE WITH CSA S269.1—16 AND CSA A23.1—14.

12. BONDING AGENTS SHALL CONSIST OF PORTLAND CEMENT, TYPE CU AND SAND IN THE RATIO OF 1:1 IN
ACCORDANCE WITH OPSS 904.05.04.

13. CONCRETE SHALL BE MIXED, PLACED, AND CURED IN ACCORDANCE WITH CSA A23.1—14 AND CSA A23.2—-14.

14, ENSURE A MINIMUM TEMPERATURE OF 10°C DURING PLACEMENT OF CONCRETE AND FOR A MINIMUM OF 3
DAYS AFTER PLACEMENT.

15. ALL CONCRETE SHALL BE CONSOLIDATED WITH INTERNAL VIBRATORS.

16. DO NOT INCORPORATE FLY—ASH OR SLAG INTO CONCRETE MIX DESIGNS WITHOUT PRIOR APPROVAL.

WHERE NO SPLICE OR SPLICE TYPE IS CALLED FOR ON THESE DRAWINGS, IT SHALL BE A TENSION SPLICE,
EXCEPT FOR COLUMNS WHICH SHALL BE A COMPRESSION SPLICE.

ALL TENSION SPLICE LENGTHS SHALL BE CLASS "B” (1.3*Ly)..

WHERE TWO BARS OF DIFFERENT DIAMETERS ARE LAPPED, PROVIDE CLASS B TENSION LAP LENGTH
CORRESPONDING TO THE SMALLER BAR BUT NO LESS THAN THE FULL TENSION DEVELOPMENT LENGTH OF THE

LARGER BAR.

DEVELOPMENT L

1 A

LENGTH
TENSION DEVELOPMENT LENGTHS USING STANDARD HOOKS (mm)
BAR SIZE
CONCRETE STRENCTH 10M 15M 20M 25M 30M 35M 45M 55M
35 MPa 170 250 340 420 510 590 760 930
NOTE: ALL LENGTHS ARE FOR f, = 400 MPa.

CASE 2 TENSION EMBEDMENT AND SPLICE LENGTHS (mm)

BAR SIZE
CONCRETE STRENGTH FUNCTION ToM T5M oM S5M 30M 350 250 550

EMBEDMENT 320 490 650 1010 | 1210 | 1410 | 1820 | 2220
SPLICE 420 640 850 1310 | 1570 | 1830 | 2370 | 2890

35 MPa

NOTE: ALL EMBEDMENT LENGTHS ARE FOR f, = 400 MPa.

\
|, TENSION
DEVELOPMEN

LENGTH

| TENSION LAP
'SPLICE LENGTH

CONCRETE REINFORCEMENT

SHOP DRAWINGS AND SUBMITTALS

1. REPRODUCTION OF THE STRUCTURAL DRAWINGS SHALL NOT BE ACCEPTED AS SHOP DRAWINGS.

2. "PROFESSIONAL ENGINEER” THROUGHOUT THESE DRAWINGS MEANS A PROFESSIONAL ENGINEER REGISTERED IN
AND LICENSED TO PRACTICE IN THE PROVINCE OF ONTARIO AND THE ENGINEER'S "SEAL” SHALL INCLUDE
THEIR STAMP, THEIR SIGNATURE AND THE DATE OF SEALING.

3. AEl WILL REVIEW SHOP DRAWINGS PERTAINING TO WORK SHOWN ON AEI'S DRAWINGS. THE EXTENT OF THIS
REVIEW IS AT THE SOLE DISCRETIONS OF AEI'S ENGINEER AND IS FOR THE SOLE PURPOSE OF ESCERTAINING
GENERAL CONFORMANCE WITH THE STRUCTURAL DESIGN CONCEPT. THE REVIEW IS NOT AN APPROVAL OF
THE DESIGN, DETAILS, AND DIMENSIONS INHERENT IN THE SHOP DRAWINGS, RESPONSIBILITY SHALL REMAIN
WITH THE CONTRACTOR OR SUBCONTRACTOR SUBMITTING THEM. SUCH REVIEW SHALL NOT RELIEVE THE
CONTRACTOR OR SUBCONTRACTOR OF HIS OR HER RESPONSIBILITY FOR ERRORS AND OMISSIONS IN THE
SHOP DRAWINGS, OR FOR MEETING ALL REQUIREMENTS OF THE CONTRACT DOCUMENTS.

4. ALLOW A MINIMUM OF 10 WORKING DAYS FOR REVIEW OF EACH SUBMISSION OF SHOP DRAWINGS. ALLOW
MORE TIME WHEN LARGE QUANTITIES OF SHOP DRAWINGS ARE SUBMITTED. SUBMIT IN GENERAL CONFORMITY
WITH THE SEQUENCE OF WORK INTENDED.

5. DO NOT COMMENCE PROCUREMENT OF SHOP DRAWING ELEMENTS UNTIL RETURNED SHOP DRAWINGS HAVE
BEEN MARKED AS EITHER; "REVIEWED AND ACCEPTED” OR "REVIEWED AS NOTED”.

6. SHOP DRAWINGS MARKED AS "REVISE AND RESUBMIT” REQUIRE SUBSTANTIAL REVISIONS AND MUST BE
RESUBMITTED FOR ADDITIONAL REVIEW PRIOR TO PROCUREMENT. ALL CHANGES AND ADDITIONS TO THE
PREVIOUS SUBMISSION SHALL BE CLEARLY IDENTIFIED ON THE RESUBMITTED DRAWINGS.

7. DRAWINGS MARKED AS "NOT REVIEWED” SHOW WORKS WHICH ARE NOT WITHIN THE SCOPE OF STRUCTURAL
CONSULTING SERVICES AND DO NOT IMPACT THE STRUCTURE.

REINFORCING STEEL:
SUBMIT REINFORCING STEEL SHOP DRAWINGS DETAILING REINFORCING STEEL, BAR SUPPORT, AND
ACCESSORIES. CLEARLY INDICATE REINFORCEMENT SIZES, SPACING, LOCATIONS, QUANTITIES OF REINFORCING,
BENDING AND CUTTING SCHEDULES, SPLICING AND SUPPORTING AND SPACING DEVICES. ENGINEERED DETAILS
SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW. SHORING PLANS SHALL BE SEALED BY A
PROFESSIONAL ENGINEER.

OTHER SUBMITTALS:
IN ADDITION TO THE ABOVE, THE CONTRACTOR SHALL SUBMIT THE FOLLOWING ITEMS:
e CONCRETE MIX DESIGN & POUR SCHEDULE SHOWING LOCATION OF ALL PROPOSED CONSTRUCTION JOINTS.

CONSTRUCTION JOINTS NOT SHOWN ON THESE DRAWINGS ARE PROHIBITED UNLESS APPROVED IN WRITING
BY THE ENGINEER.

1.

10.

11.
12.
13.

MATERIALS
REINFORCING STEEL:
DEFORMED BARS (BLACK) — GRADE 400W/R IN ACCORDANCE WITH CSA G30.18;
WELDED WIRE MESH (WWM) — IN ACCORDANCE WITH ASTM 1064 — FLAT SHEETS NOT ROLLED;
MINIMUM COMPRESSIVE STRENGTH OF 450 MPa.

U.N.O., CONCRETE COVER TO REINFORCEMENT SHALL BE:

CAST AGAINST EARTH — 75 mm £ 25 mm;
TOP OF SLAB — 50 mm £ 15 mm.

ALL REINFORCING STEEL SHALL BE CLEAN AND FREE OF RUST, OIL OR ANY OTHER DELETERIOUS MATERIAL.

CONCRETE REINFORCING, PLACEMENT AND TOLERANCES SHALL BE IN ACCORDANCE WITH CSA A23.1-19 &
A23.2-19.

SECURE AND SUPPORT REINFORCING STEEL TO PREVENT MOVEMENT AND MAINTAIN CONCRETE COVER
REQUIREMENTS AS SPECIFIED DURING THE POURING OF CONCRETE. SUPPORT REINFORCING WITH CHAIRS,
ACCESSORIES, OR REINFORCING BARS AS REQUIRED. SUPPORTS FOR WELDED WIRE REINFORCEMENT SHALL
TAKE INTO ACCOUNT THE DIAMETER AND SPACING OF REINFORCEMENT, THE STABILITY OF THE SUPPORTING
SUBSTRATE, AND ANY CONSTRUCTION LOADS THAT WILL BE APPLIED BEFORE AND DURING CONCRETE
PLACEMENT. WELDED WIRE REINFORCEMENT SHALL BE SUPPORTED AT REGULAR INTERVALS OF A MAXIMUM OF
915 MM EACH WAY.

REINFORCING STEEL BAR HOOKS SHALL HAVE STANDARD HOOK DIMENSIONS, USING MINIMUM BEND DIAMETERS,
U.N.O. "HOOKING” OR "WALKING IN" OF WELDED WIRE MESH IS NOT PERMITTED.

REINFORCING BAR SPLICES SHALL BE IN ACCORDANCE WITH THE FOLLOWING TABLES, U.N.O. LAP SPLICES
SHALL BE OFFSET OR STAGGERED AND SHALL NOT LAP THROUGH ANY CRACK CONTROL JOINTS.

WELDED WIRE FABRIC LAP SPLICES SHALL BE 300 mm MINIMUM. LAP SPLICES SHALL BE OFFSET OR
STAGGERED AND SHALL NOT LAP THROUGH ANY CRACK CONTROL JOINTS.

DO NOT SUBSTITUTE DEFORMED WIRE FOR REINFORCING BARS WITHOUT PRIOR APPROVAL OF AEl

THE CONTRACTOR SHALL ENSURE THAT ALL REINFORCING STEEL IS INSPECTED AND APPROVED BY THE
ENGINEER PRIOR TO PLACING CONCRETE.

REINFORCING BAR SPLICES SHALL 1.3 Ly (TENSION) UNLESS NOTED OTHERWISE.
CHAIRS SHALL BE SPACED AT 1000 mm O.C. MAXIMUM. PROVIDE CONTINUOUS CHAIRS WHERE POSSIBLE.

THE CONTRACTOR SHALL ENSURE THAT ALL REINFORCING STEEL IS INSPECTED AND APPROVED BY THE
ENGINEER UPON COMPLETION AND PRIOR TO PLACING CONCRETE.
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CRACK CONTROL JOINT

TYPICAL CONTROL JOINT DETAIL

SLAB ON GRADE NOTES

FOUNDATIONS

MATERIALS:
GRANULAR °A’, IN ACCORDANCE WITH OPSS 1010;
RIGID INSULATING FOAM, 51 mm [2”] THICK:
EXTRUDED POLYSTYRENE FOAM (XPS), R = 5/INCH, 200 kPa MIN. COMPRESSIVE STRENGTH.
6 MIL THICK POLY SHEETING;

THE FOOTING SUB—GRADE SHALL BE PROTECTED FROM FROST AT ALL TIMES DURING THE CONSTRUCTION
PERIOD. DO NOT POUR CONCRETE OVER A FROZEN SUB-GRADE.

LOCATE ALL PUBLIC AND PRIVATE UTILITIES AND BURIED STRUCTURES PRIOR TO COMMENCING EXCAVATION.
THE CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION AND REINSTATEMENT OF ANY SERVICES AND
UTILITIES ENCOUNTERED.

THE FINAL EXTERIOR GRADE SHALL BE SLOPED TO DIRECT WATER AWAY FROM THE BOARD AND SLAB

DO NOT EXCAVATE BELOW ANY EXISTING FOOTINGS. ELEVATION OF ADJACENT BUILDING FOOTINGS SHALL BE
CONFIRMED BY THE CONTRACTOR PRIOR TO CONSTRUCTION. CONTRACTOR SHALL ENSURE NOT TO DAMAGE
EXISTING FOOTINGS.

RIGID INSULATION SHALL BE PROTECTED AGAINST DELETERIOUS MATERIAL AND ULTRAVIOLET LIGHT. RIGID
INSULATION SHALL BE FASTENED OR SPOT GLUED TOGETHER. PROVIDE POLY SHEETING TO PROTECT THE
RIGID INSULATION FROM HYDROCARBON EXPOSURE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE COORDINATION OF THE GEOTECHNICAL ENGINEERS REVIEW
OF THE EXISTING GRANULAR 'A’ BASE. GEOTECHNICAL ENGINEER TO PROVIDE ALLOWABLE BEARING FOR THE
EXISTING BASE AND VERIFICATION OF GRANULAR °A” COMPACTION.

SLAB ON GRADE SHALL BEAR ON APPROVED NATIVE SOIL.

THE CONTRACTOR IS RESPONSIBLE FOR HAVING ALL BEARING SURFACES INSPECTED AND APPROVED BY A
GEOTECHNICAL ENGINEER PRIOR TO PLACING CONCRETE.

1.

o > N

I

GENERAL

MATERIALS:

PREFORMED JOINT FILLER: ASPHALT IMPREGNATED FIBERBOARD OR APPROVED EQUIVALENT;
FLEXIBLE JOINT SEALANT: SIKAFLEX 1c SL OR APPROVED EQUIVALENT;

SURFACE HARDENER: SIKAFLOOR 3S OR APPROVED EQUIVALENT;

LAP WELDED WIRE MESH 2 SQUARES MINIMUM. DO NOT LAP THROUGH CRACK CONTROL JOINTS.
SEE PLANS FOR SLAB THICKNESS AND REINFORCING.

BREAK BOND AT SURFACES OF CONTACT WITH OTHER CONCRETE.

UNLESS NOTED OTHERWISE ON THE STRUCTURAL DRAWINGS, RUN ALL SLAB ON GRADE REINFORCEMENT
THROUGH THE CONTROL JOINTS.

MAINTAIN MINIMUM SPECIFIED THICKNESS AT ALL DEPRESSIONS AND CHANGES IN ELEVATIONS.
PLACE CONCRETE IN ONCE CONTINUOUS OPERATION. NO CONSTRUCTION JOINTS ARE PERMITTED IN THE SLAB.
FLOOR FLATNESS AND LEVELNESS REQUIREMENTS TO CSA-A23/1-14 AND CSA A23.2—10B.

CSA A23.1—14, TABLE 21, CLASSIFICATION D, "EXTREMELY FLAT”. FLOOR SLAB TOLERANCE MEASURED
USING F—=NUMBER METHOD RATHER THAN USING STRAIGHTEDGE METHOD ACCORDING TO ASTM E 1155M.

SPECIFIED OVERALL VALUES (SOV)
FLATNESS Ff 45
LEVELNESS FI 30

CONTROL JOINTS

9.

SAW CUT SLAB ON GRADE AT A MAXIMUM SPACING OF 4600 mm CENTER TO CENTER EACH WAY FOR CRACK

CONTROL JOINTS AND WITH A PANEL SIDE RATIO AS CLOSE TO 1:1 AS PRACTICAL, AND NOT TO EXCEED 1:1.5.

CRACK CONTROL JOINTS SHALL BE SAW CUT INTO THE CONCRETE SURFACE 4 TO 12 HOURS AFTER POURING
THE CONCRETE TO A DEPTH OF ONE—-FOURTH OF THE TOTAL SLAB THICKNESS OR 25 mm, WHICHEVER IS
GREATER, AND FILL WITH APPROVED JOINT FILLER. SUBMIT FOR REVIEW LAYOUT DRAWINGS WITH CONSTRUCTION
JOINT LOCATIONS AND SAWCUT PATTERNS.
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1. ANY DEVIATION FROM THE CONDITIONS SHOWN ON THESE DRAWINGS SHALL BE SUBMITTED TO THE ENGINEER. ANY DEVIATION FROM THE CONDITIONS SHOWN ON THESE DRAWINGS SHALL BE SUBMITTED TO THE ENGINEER. 2. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND ELEVATIONS PRIOR TO COMMENCING WORK. REPORT ANY THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND ELEVATIONS PRIOR TO COMMENCING WORK. REPORT ANY INCONSISTENCIES BEFORE PROCEEDING WITH THE WORK. ALL DIMENSIONS ARE IN MILLIMETERS (mm) UNLESS NOTED OTHERWISE. DO NOT SCALE THESE DRAWINGS. 3. STRUCTURAL DESIGN COMPLETED IN CONFORMANCE WITH THE 2014 ONTARIO BUILDING CODE. THESE DRAWINGS STRUCTURAL DESIGN COMPLETED IN CONFORMANCE WITH THE 2014 ONTARIO BUILDING CODE. THESE DRAWINGS HAVE BEEN COMPLETED WITH RESPECT TO STRUCTURAL REQUIREMENTS ONLY. NON-STRUCTURAL DETAILS ARE SHOWN FOR REFERENCE ONLY AND SHALL BE CONFIRMED BY OTHERS. 4. THESE DRAWINGS SHOW THE COMPLETED STRUCTURE. TEMPORARY BRACING AND SHORING SHALL BE EMPLOYED THESE DRAWINGS SHOW THE COMPLETED STRUCTURE. TEMPORARY BRACING AND SHORING SHALL BE EMPLOYED WHENEVER NECESSARY TO WITHSTAND ALL LOADS TO WHICH THE STRUCTURE MAY BE SUBJECT DURING ERECTION AND SUBSEQUENT CONSTRUCTION. TEMPORARY BRACING SHALL REMAIN IN PLACE AS LONG AS REQUIRED FOR THE SAFETY AND INTEGRITY OF THE STRUCTURE. THE CONTRACTOR SHALL HAVE THE SOLE RESPONSIBILITY FOR THE DESIGN, ERECTION, OPERATION, MAINTENANCE, AND REMOVAL OF TEMPORARY SUPPORTS, EXCAVATION SHORING, STRUCTURES, AND FACILITIES, AND THE DESIGN AND EXECUTION OF CONSTRUCTION METHODS REQUIRED IN THEIR USE. 5. ALL WORK TO BE COMPLETED IN ACCORDANCE WITH THE ONTARIO HEALTH AND SAFETY ACT (OHSA) AND ITS ALL WORK TO BE COMPLETED IN ACCORDANCE WITH THE ONTARIO HEALTH AND SAFETY ACT (OHSA) AND ITS REGULATIONS. 6. ALL MATERIAL SPECIFICATIONS SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW AND APPROVAL PRIOR TO ALL MATERIAL SPECIFICATIONS SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW AND APPROVAL PRIOR TO PROCUREMENT. 7. ALL SHOP DRAWINGS SHALL BE STAMPED BY A PROFESSIONAL ENGINEER LICENSED TO PRACTICE ALL SHOP DRAWINGS SHALL BE STAMPED BY A PROFESSIONAL ENGINEER LICENSED TO PRACTICE PROFESSIONAL ENGINEERING FOR CONFORMANCE WITH THESE DRAWINGS. SHOP DRAWINGS SHALL BE SUBMITTED TO ART ENGINEERING INC. (AEI) FOR REVIEW AND APPROVAL.
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1. DESIGN LOADS ARE IN ACCORDANCE WITH PART 4 OF THE 2024 ONTARIO BUILDING CODE (OBC) WITH: DESIGN LOADS ARE IN ACCORDANCE WITH PART 4 OF THE 2024 ONTARIO BUILDING CODE (OBC) WITH: 2. GRAVITY LOADS: GRAVITY LOADS: DEAD LOADS: 4.80 kPa (200 mm S.O.G); 4.80 kPa (200 mm S.O.G); 0.90  kPa (100 mm THICK ICE MAX.). LIVE LOAD:  4.00 kPa (RINK); 4.00 kPa (RINK); 6.00 kPa / 36 kN OVER 120x120 mm AREA (VEHICLES LESS THAN 9000 kG). 
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1. AEI PROVIDES FIELD REVIEW ONLY FOR THE WORK SHOWN ON THESE STRUCTURAL DRAWINGS. THIS REVIEW IS AEI PROVIDES FIELD REVIEW ONLY FOR THE WORK SHOWN ON THESE STRUCTURAL DRAWINGS. THIS REVIEW IS NOT A "FULL TIME" REVIEW BUT WILL BE CONDUCTED WITH SUCH FREQUENCY AS AEI DEEMS APPROPRIATE TO OBSERVE VARIOUS STAGES OF THE WORK AND TO ASCERTAIN THAT THE WORK IS IN GENERAL CONFORMANCE WITH THE PLANS AND SUPPORTING DOCUMENTS PREPARED BY AEI. FIELD REVIEW BY AEI IS NOT CARRIED OUT FOR THE BENEFIT OF THE CONTRACTOR, NOR DOES IT MAKE AEI A GUARANTOR OF THE CONTRACTOR'S WORK. IT REMAINS THE CONTRACTOR'S RESPONSIBILITY TO BUILD THE WORK IN CONFORMANCE WITH THE CONTRACT DOCUMENTS. AEI SHALL NOT BE RESPONSIBLE TO THE ACTS OR OMISSIONS OF THE CONTRACTOR, SUB-CONTRACTOR, OR ANY OTHER PERSONS PERFORMING ANY OF THE WORK OR FOR THE FAILURE OF ANY OF THEM TO CARRY OUT THE WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS.  2. PROVIDE 24 HOURS ADVANCE NOTICE OF EACH REQUIRED FIELD REVIEW AS OUTLINED BELOW FOR THE PROVIDE 24 HOURS ADVANCE NOTICE OF EACH REQUIRED FIELD REVIEW AS OUTLINED BELOW FOR THE MILESTONE INSPECTIONS'. FIELD REVIEWS SHALL BE SCHEDULED TO BE CARRIED OUT DURING NORMAL BUSINESS HOUSE UNLESS SPECIAL ARRANGEMENTS ARE MADE WITH AEI 3. THE WORK TO BE REVIEWED SHALL BE COMPLETE. THE WORK TO BE REVIEWED SHALL BE COMPLETE. 4. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IN WRITING, REQUESTING AN INSPECTION FOR THE FOLLOWING  THE CONTRACTOR SHALL NOTIFY THE ENGINEER IN WRITING, REQUESTING AN INSPECTION FOR THE FOLLOWING  MILESTONES, AT LEAST 24 HOURS IN ADVANCE OF THE ANTICIPATED DATE: PLACEMENT OF FORMWORK AND REINFORCING STEEL.
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1. REPRODUCTION OF THE STRUCTURAL DRAWINGS SHALL NOT BE ACCEPTED AS SHOP DRAWINGS. REPRODUCTION OF THE STRUCTURAL DRAWINGS SHALL NOT BE ACCEPTED AS SHOP DRAWINGS. 2. "PROFESSIONAL ENGINEER" THROUGHOUT THESE DRAWINGS MEANS A PROFESSIONAL ENGINEER REGISTERED IN "PROFESSIONAL ENGINEER" THROUGHOUT THESE DRAWINGS MEANS A PROFESSIONAL ENGINEER REGISTERED IN AND LICENSED TO PRACTICE IN THE PROVINCE OF ONTARIO AND THE ENGINEER'S "SEAL" SHALL INCLUDE THEIR STAMP, THEIR SIGNATURE AND THE DATE OF SEALING. 3. AEI WILL REVIEW SHOP DRAWINGS PERTAINING TO WORK SHOWN ON AEI'S DRAWINGS. THE EXTENT OF THIS AEI WILL REVIEW SHOP DRAWINGS PERTAINING TO WORK SHOWN ON AEI'S DRAWINGS. THE EXTENT OF THIS REVIEW IS AT THE SOLE DISCRETIONS OF AEI'S ENGINEER AND IS FOR THE SOLE PURPOSE OF ESCERTAINING GENERAL CONFORMANCE WITH THE STRUCTURAL DESIGN CONCEPT. THE REVIEW IS NOT AN APPROVAL OF THE DESIGN, DETAILS, AND DIMENSIONS INHERENT IN THE SHOP DRAWINGS, RESPONSIBILITY SHALL REMAIN WITH THE CONTRACTOR OR SUBCONTRACTOR SUBMITTING THEM. SUCH REVIEW SHALL NOT RELIEVE THE CONTRACTOR OR SUBCONTRACTOR OF HIS OR HER RESPONSIBILITY FOR ERRORS AND OMISSIONS IN THE SHOP DRAWINGS, OR FOR MEETING ALL REQUIREMENTS OF THE CONTRACT DOCUMENTS. 4. ALLOW A MINIMUM OF 10 WORKING DAYS FOR REVIEW OF EACH SUBMISSION OF SHOP DRAWINGS. ALLOW ALLOW A MINIMUM OF 10 WORKING DAYS FOR REVIEW OF EACH SUBMISSION OF SHOP DRAWINGS. ALLOW MORE TIME WHEN LARGE QUANTITIES OF SHOP DRAWINGS ARE SUBMITTED. SUBMIT IN GENERAL CONFORMITY WITH THE SEQUENCE OF WORK INTENDED. 5. DO NOT COMMENCE PROCUREMENT OF SHOP DRAWING ELEMENTS UNTIL RETURNED SHOP DRAWINGS HAVE DO NOT COMMENCE PROCUREMENT OF SHOP DRAWING ELEMENTS UNTIL RETURNED SHOP DRAWINGS HAVE BEEN MARKED AS EITHER; "REVIEWED AND ACCEPTED" OR "REVIEWED AS NOTED". "REVIEWED AND ACCEPTED" OR "REVIEWED AS NOTED". " OR "REVIEWED AS NOTED". "REVIEWED AS NOTED". ". 6. SHOP DRAWINGS MARKED AS "REVISE AND RESUBMIT" REQUIRE SUBSTANTIAL REVISIONS AND MUST BE SHOP DRAWINGS MARKED AS "REVISE AND RESUBMIT" REQUIRE SUBSTANTIAL REVISIONS AND MUST BE "REVISE AND RESUBMIT" REQUIRE SUBSTANTIAL REVISIONS AND MUST BE  REQUIRE SUBSTANTIAL REVISIONS AND MUST BE RESUBMITTED FOR ADDITIONAL REVIEW PRIOR TO PROCUREMENT. ALL CHANGES AND ADDITIONS TO THE PREVIOUS SUBMISSION SHALL BE CLEARLY IDENTIFIED ON THE RESUBMITTED DRAWINGS. 7. DRAWINGS MARKED AS "NOT REVIEWED" SHOW WORKS WHICH ARE NOT WITHIN THE SCOPE OF STRUCTURAL DRAWINGS MARKED AS "NOT REVIEWED" SHOW WORKS WHICH ARE NOT WITHIN THE SCOPE OF STRUCTURAL "NOT REVIEWED" SHOW WORKS WHICH ARE NOT WITHIN THE SCOPE OF STRUCTURAL  SHOW WORKS WHICH ARE NOT WITHIN THE SCOPE OF STRUCTURAL CONSULTING SERVICES AND DO NOT IMPACT THE STRUCTURE. REINFORCING STEEL: SUBMIT REINFORCING STEEL SHOP DRAWINGS DETAILING REINFORCING STEEL, BAR SUPPORT, AND ACCESSORIES. CLEARLY INDICATE REINFORCEMENT SIZES, SPACING, LOCATIONS, QUANTITIES OF REINFORCING, BENDING AND CUTTING SCHEDULES, SPLICING AND SUPPORTING AND SPACING DEVICES. ENGINEERED DETAILS SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW. SHORING PLANS SHALL BE SEALED BY A PROFESSIONAL ENGINEER. OTHER SUBMITTALS: IN ADDITION TO THE ABOVE, THE CONTRACTOR SHALL SUBMIT THE FOLLOWING ITEMS: CONCRETE MIX DESIGN & POUR SCHEDULE SHOWING LOCATION OF ALL PROPOSED CONSTRUCTION JOINTS. CONSTRUCTION JOINTS NOT SHOWN ON THESE DRAWINGS ARE PROHIBITED UNLESS APPROVED IN WRITING BY THE ENGINEER.

AutoCAD SHX Text
1. CONCRETE DESIGN COMPLETED IN ACCORDANCE WITH CSA A23.3-19, DESIGN OF CONCRETE STRUCTURES. CONCRETE DESIGN COMPLETED IN ACCORDANCE WITH CSA A23.3-19, DESIGN OF CONCRETE STRUCTURES. 2. CONCRETE IS SPECIFIED AS PER THE PERFORMANCE ALTERNATIVE AS OUTLINED IN CSA A23.1. CONCRETE IS SPECIFIED AS PER THE PERFORMANCE ALTERNATIVE AS OUTLINED IN CSA A23.1. 3. THE CONTRACTOR IS RESPONSIBLE FOR WORKING WITH THE CONCRETE SUPPLIER TO ENSURE THAT THE THE CONTRACTOR IS RESPONSIBLE FOR WORKING WITH THE CONCRETE SUPPLIER TO ENSURE THAT THE PLASTIC AND HARDENED MIX PROPERTIES MEET SITE REQUIREMENTS FOR PLACING, FINISHING AND THE SPECIFIED PERFORMANCE REQUIREMENTS. THE SUPPLIER AND CONTRACTOR SHALL MEET THE DOCUMENTATION AND QUALITY CONTROL REQUIREMENTS OUTLINED IN THE "PERFORMANCE" ALTERNATIVE OF TABLE 5 IN  CSA A23.1-19. CONCRETE MIX DESIGN TO BE SUBMITTED TO AEI FOR REVIEW AND APPROVAL. 4. THE CONCRETE SUPPLIER SHALL BE CERTIFIED BY THE READY MIXED CONCRETE ASSOCIATION OF ONTARIO THE CONCRETE SUPPLIER SHALL BE CERTIFIED BY THE READY MIXED CONCRETE ASSOCIATION OF ONTARIO 5. MATERIALS: MATERIALS: CONCRETE IN ACCORDANCE WITH CSA A23.1/A23.2/A23.3 (23 ± 1 kN/m3); PORTALND CEMENT: TYPE GU, CSA A3000; DRY PACK NON-SHRINK GROUT, 35 MPa 28-DAY COMPRESSIVE STRENGTH MIN. 6. CONCRETE SHALL BE MIXED, PLACED, AND CURED IN ACCORDANCE WITH CSA A23.1/A23.2-19. MAINTAIN CONCRETE SHALL BE MIXED, PLACED, AND CURED IN ACCORDANCE WITH CSA A23.1/A23.2-19. MAINTAIN ONCRETE SHALL BE MIXED, PLACED, AND CURED IN ACCORDANCE WITH CSA A23.1/A23.2-19. MAINTAIN RECORDS OF POURED CONCRETE ITEMS. RECORD DATE, LOCATION OF POUR, QUANTITY, AIR TEMPERATURE AND ANY TEST SAMPLES TAKEN. CONCRETE TESTING SHALL BE AS PER CSA A23.2-19-25C UNLESS NOTED OTHERWISE. THE CONTRACTOR SHALL TEST CONCRETE FOR EACH DAYS CONCRETING AND/OR 30 CUBIC METERS. FORWARD TEST RESULTS TO THE ENGINEER FOR REVIEW; MINIMUM THREE CYLINDERS PER COMPRESSIVE TEST. ONE ADDITIONAL CYLINDER TO BE TAKEN DURING COLD WEATHER CONCRETING AND BE CURED ON JOBSITE UNDER THE SAME CONDITIONS AS THE CONCRETE IT REPRESENTS. ONE SLUMP TEST AND ONE AIR TEST TO BE TAKEN FOR EACH SET OF TEST CYLINDERS TAKEN. 7. CURING AND PROTECTION OF CONCRETE FOR HOT, COLD OR DRY WEATHER AS PER CSA A23.1-19. KEEP CURING AND PROTECTION OF CONCRETE FOR HOT, COLD OR DRY WEATHER AS PER CSA A23.1-19. KEEP TRAFFIC WHICH WOULD AFFECT OR DISTRUB THE CURING PROCESS FOR A PERIOD OF 7 DAYS MINIMUM. 8. ALL CONCRETE SHALL BE CONSOLIDATED WITH INTERNAL VIBRATORS AND FINISHED TO THE REQUIREMENTS ALL CONCRETE SHALL BE CONSOLIDATED WITH INTERNAL VIBRATORS AND FINISHED TO THE REQUIREMENTS DETAILED IN SLAB-ON-GRADE.  9. THE LOCATION AND ORIENTATION OF ALL CONCRETE CONSTRUCTION/COLD JOINTS SHALL BE AS SHOWN ON THE LOCATION AND ORIENTATION OF ALL CONCRETE CONSTRUCTION/COLD JOINTS SHALL BE AS SHOWN ON THESE DRAWINGS. ANY ADDITIONAL PROPOSED CONSTRUCTION JOINTS SHALL BE SUBMITTED TO AEI FOR APPROVAL, PRIOR TO CONSTRUCTION. 10. DO NOT INCORPORATE CALCIUM CHLORIDE IN ANY FORM INTO CONCRETE MIX DESIGNS. DO NOT INCORPORATE CALCIUM CHLORIDE IN ANY FORM INTO CONCRETE MIX DESIGNS. 11. FORMWORK DESIGN, FABRICATION, ERECTION AND MATERIAL SHALL BE BY THE CONTRACTOR AND SHALL BE IN FORMWORK DESIGN, FABRICATION, ERECTION AND MATERIAL SHALL BE BY THE CONTRACTOR AND SHALL BE IN ACCORDANCE WITH CSA S269.1-16 AND CSA A23.1-14. 12. BONDING AGENTS SHALL CONSIST OF PORTLAND CEMENT, TYPE CU AND SAND IN THE RATIO OF 1:1 IN BONDING AGENTS SHALL CONSIST OF PORTLAND CEMENT, TYPE CU AND SAND IN THE RATIO OF 1:1 IN ACCORDANCE WITH OPSS 904.05.04. 13. CONCRETE SHALL BE MIXED, PLACED, AND CURED IN ACCORDANCE WITH CSA A23.1-14 AND CSA A23.2-14. CONCRETE SHALL BE MIXED, PLACED, AND CURED IN ACCORDANCE WITH CSA A23.1-14 AND CSA A23.2-14. 14. ENSURE A MINIMUM TEMPERATURE OF 10 C DURING PLACEMENT OF CONCRETE AND FOR A MINIMUM OF 3 ENSURE A MINIMUM TEMPERATURE OF 10°C DURING PLACEMENT OF CONCRETE AND FOR A MINIMUM OF 3DAYS AFTER PLACEMENT. 15. ALL CONCRETE SHALL BE CONSOLIDATED WITH INTERNAL VIBRATORS. ALL CONCRETE SHALL BE CONSOLIDATED WITH INTERNAL VIBRATORS. 16. DO NOT INCORPORATE FLY-ASH OR SLAG INTO CONCRETE MIX DESIGNS WITHOUT PRIOR APPROVAL.DO NOT INCORPORATE FLY-ASH OR SLAG INTO CONCRETE MIX DESIGNS WITHOUT PRIOR APPROVAL.
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GENERAL 1. MATERIALS: MATERIALS: PREFORMED JOINT FILLER: ASPHALT IMPREGNATED FIBERBOARD OR APPROVED EQUIVALENT; FLEXIBLE JOINT SEALANT: SIKAFLEX 1c SL OR APPROVED EQUIVALENT; SURFACE HARDENER: SIKAFLOOR 3S OR APPROVED EQUIVALENT; 2. LAP WELDED WIRE MESH 2 SQUARES MINIMUM. DO NOT LAP THROUGH CRACK CONTROL JOINTS. LAP WELDED WIRE MESH 2 SQUARES MINIMUM. DO NOT LAP THROUGH CRACK CONTROL JOINTS. 3. SEE PLANS FOR SLAB THICKNESS AND REINFORCING. SEE PLANS FOR SLAB THICKNESS AND REINFORCING. 4. BREAK BOND AT SURFACES OF CONTACT WITH OTHER CONCRETE. BREAK BOND AT SURFACES OF CONTACT WITH OTHER CONCRETE. 5. UNLESS NOTED OTHERWISE ON THE STRUCTURAL DRAWINGS, RUN ALL SLAB ON GRADE REINFORCEMENT UNLESS NOTED OTHERWISE ON THE STRUCTURAL DRAWINGS, RUN ALL SLAB ON GRADE REINFORCEMENT THROUGH THE CONTROL JOINTS. 6. MAINTAIN MINIMUM SPECIFIED THICKNESS AT ALL DEPRESSIONS AND CHANGES IN ELEVATIONS. MAINTAIN MINIMUM SPECIFIED THICKNESS AT ALL DEPRESSIONS AND CHANGES IN ELEVATIONS. 7. PLACE CONCRETE IN ONCE CONTINUOUS OPERATION. NO CONSTRUCTION JOINTS ARE PERMITTED IN THE SLAB.  PLACE CONCRETE IN ONCE CONTINUOUS OPERATION. NO CONSTRUCTION JOINTS ARE PERMITTED IN THE SLAB.  8. FLOOR FLATNESS AND LEVELNESS REQUIREMENTS TO CSA-A23/1-14 AND CSA A23.2-10B.  FLOOR FLATNESS AND LEVELNESS REQUIREMENTS TO CSA-A23/1-14 AND CSA A23.2-10B.  CSA A23.1-14, TABLE 21, CLASSIFICATION D, "EXTREMELY FLAT". FLOOR SLAB TOLERANCE MEASURED  USING F-NUMBER METHOD RATHER THAN USING STRAIGHTEDGE METHOD ACCORDING TO ASTM E 1155M.  SPECIFIED OVERALL VALUES (SOV) FLATNESS Ff 45 LEVELNESS FI 30 CONTROL JOINTS 9. SAW CUT SLAB ON GRADE AT A MAXIMUM SPACING OF 4600 mm CENTER TO CENTER EACH WAY FOR CRACK SAW CUT SLAB ON GRADE AT A MAXIMUM SPACING OF 4600 mm CENTER TO CENTER EACH WAY FOR CRACK CONTROL JOINTS AND WITH A PANEL SIDE RATIO AS CLOSE TO 1:1 AS PRACTICAL, AND NOT TO EXCEED 1:1.5. CRACK CONTROL JOINTS SHALL BE SAW CUT INTO THE CONCRETE SURFACE 4 TO 12 HOURS AFTER POURING THE CONCRETE TO A DEPTH OF ONE-FOURTH OF THE TOTAL SLAB THICKNESS OR 25 mm, WHICHEVER IS GREATER, AND FILL WITH APPROVED JOINT FILLER. SUBMIT FOR REVIEW LAYOUT DRAWINGS WITH CONSTRUCTION SUBMIT FOR REVIEW LAYOUT DRAWINGS WITH CONSTRUCTION JOINT LOCATIONS AND SAWCUT PATTERNS.
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THE TOWNSHIP OF 7Third Avenue - PO Box 217 - Whitney, Ontario, K0OJ 2M0

S A 3 Tel: 613-637-2650 or 1-888-307-3187 - Fax: 613-637-5368
O UT H I._G O N QU I N info@southalgonquin.ca - www.southalgonquin.ca

SCHEDULE B: PRICING FORM

TENDERED PRICE:
Item A1 - Fine Grading & Compaction of Granular A— LUMP SUM $

Item A2 - Supply, Deliver and Install — Rigid Stryofoam for Frost Protection | $
(including cutting as required and taping of all joints) — LUMP SUM

Item A3 - Supply, Deliver and Install — Reinforcing Steel / Mesh (including $
chairs) — LUMP SUM

Item A4 - Pour, Finish, Cure — Reinforced Concrete Slab — LUMP SUM $
Lowest or Any Tender Not Necessarily Accepted Subtotal: $
Tendered price must be valid for 30 days
HST (13%): $
Total: $

Signature of Authorized Person:
Print Name:

Title:

Signature of Witness:

Please note: Person signing must be authorized to conduct business on behalf of the company
represented and to bind the company/individual to statements on this RFT/Contract. Failure to
sign submission will result in a rejection of the Tender

Tender Deposit: A certified cheque for 10% of the tender price is to be submitted with the tender,
made payable to the Township of South Algonquin. Unsuccessful bidders’ cheques will be
returned upon award of the contract. Should the work not be completed upon the date specified
below, the deposit may be retained by the Township.

***Work to be completed by Friday, September 31st, 2026***
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THE TOWNSHIP OF 7Third Avenue - PO Box 217 - Whitney, Ontario, K0OJ 2M0

S A 3 Tel: 613-637-2650 or 1-888-307-3187 - Fax: 613-637-5368
O UT H I_G O N QL_J I N info@southalgonquin.ca - www.southalgonquin.ca

REQUEST FOR TENDER FORM

COMPANY NAME:

ADDRESS:

CITY, PROVINCE, POSTAL CODE:

CONTACT REPRESENTATIVE:

PHONE:

EMAIL:

HST REGISTRATION NUMBER:

INSURANCE COMPANY & POLICY NUMBER (formal proof of insurance required upon successful award):

WSIB CLEARANCE CERTIFICATE NO. (attach certificate):

SUPPLIER REFERENCE NAME & CONTACT INFO:

SUPPLIER REFERENCE NAME & CONTACT INFO:

I/We have read and understand the Provisions, Specifications and Conditions which forms part
of this RFT and hereby propose and agree to supply and delivery to the Township of South
Algonquin, including all taxes of the following described: Whitney outdoor rink as specified
herein in full conformity with the Municipality’s specifications attached hereto, for the following
sum or sums in lawful money.

Signature of Authorized Person:
Print Name:

Title:

Signature of Witness:

Please note: Person signing must be authorized to conduct business on behalf of the company
represented and to bind the company/individual to statements on this RFT/Contract. Failure to
sign submission will result in a rejection of the proposal
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	- Locates: Contractor is responsible for obtaining all utility locates (Ontario One Call) prior to commencing any work.
	- Verification: Verify all dimensions and grades on-site prior to commencing work.
	- Discrepancies: Immediately report any discrepancies between drawings, site conditions, and specifications to the Public Works Superintendent of the Township, Steven Ronholm.
	- Safety: Provide all necessary traffic control, public safety fencing, spotters and environmental control measures as required by the Ministry of Labour and local bylaws.
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